14" - 0" MIN.

NORMAL CURB HEIGHT \

COMBINATION CONCRETE
CURB AND GUTTER (SEE NOTE #4)

NOTE #2
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NOTES:
1. RIGHT-OF-WAY TRUNCATION TO BE SET 20°

9" | 5 - 0" MIN
o L~ LANDING AREA
s —=

SLOPE 8.3%Z MAX.

1/2* PREFORMED EXPANSION JOINT FILLER
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5 N\ CENTER LINE OF RAMP AT MID
2 N POINT OF FILLET CURVE.
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P.I: RIGHT-OF—WAY LINE
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7 ‘,Jism£wmx 4" MIN. —

PLANTING AREA VARIES —

|

v\CDNC. CURB OR CURB & GUTTER

PLAN

FROM P.. ALONG EACH OF THE INTERSECTING LINES.

2. MINIMUM DISTANCE BETWEEN BACK OF SIDEWALK AND RIGHT-OF-WAY LINE SHALL BE ONE FOOT.
3. SURFACE TEXTURE OF CONCRETE RAMP & FLARES SHALL BE COURSE BROOMING OR OTHER NON-SKID TYPE SURFACE.
4. STANDARD COMBINATION CURB AND GUTTER IS SHOWN. DETAILS TO BE SIMILAR FOR MODIFIED CURB & GUTTER EXCEPT THAT FLOW LINE

LIP IS TO BE OMITTED.
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